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FLIGHT 35MM STATIC SCREEN FIXED TO BRIDGE FREESTANDING FLIGHT WITH FEET
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RONDO STRAIGHT ECLIPSE SCREENS (INDIVIDUAL PER WORKPOINT) FREESTANDING RONDO WITH FEET & ECLIPSE SHAPE SCREEN
Specifications Standard Frame Finishes

Height range: 630-1280mm
(610-1260mm can be achieved)
Feet Length: 586mm & 738mm

CONTROL PANEL FEATURES

Up Display ~ Down Set
Button  Screen  Buton  Button
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3x Pre-set Height Buttons

AS/NZS 4417, ANSI/BIFMA X5.5, Global-Mark Electrical Product
Safety Certification, Australian Electric Compliant, ISO 9001
14001 & 18001.

VICTORIA
392 Victoria Street
North Melbourne 3051

Flight: Square Profile

Rondo: Round Profile

Dual Motor (individual motor per leg)
Telescopic beams (variable width)
Lockable height range
Anti-collision

Cable Tray or Cable Basket

Static Screens 35mm thick

(fixed to the bridge)

Eclipse screens, straight or shaped
(individual per workpoint)

‘T’ Feet to accommodate
freestanding single desks

Satin powdercoat finish

BLACK WHITE

Other colours available upon request

Frame Options

Fixed height, winder or electric
height adjustment

Straight, ‘L’ shape &

120° configurations

ACT
83 Wollongong Street
Fyshwick 2609
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The information and images contained in this brochure may vary from the production models, Baseline Commercial Furniture reserves the right to change any details without prior notice.



